195° 400"
WESTBAY ®STICK-UP=1.27" o -
GROUND LEVEL = 0O’ 47 22
67 205’
. 46 21
10 415’
66 45 20
220°
65 44 19
30’ 435"
64 43 18
240°
63 42 17
50° 455'
62 4 16
260°
15
61 40 F
70 14
80 39
13
280’
59 38 12
90’ 495"
58 37 1
300'
57 36 10
110° 515°
56 35 9
320°
55 34 8
130° 535
33 ) PACKER @ 330'—335'
54 7
32
. 6
53 4o we o 345
31
150° o1 PP o 350° 5
30 q b
52 > v stggEg, TABLE 560" &
29 WY PACKER @ 355'-360" 4
o MP @ 360 O]
3
51 28
2
170’ .
27 W) PACKER @ 370'-375'
50 ]
Fs FILTER SOCK 26
< > '
—— MEASUREMENT PORT (MP) 49 385" MP @ 385
25
—O—  PUMPING PORT (PP) 12 o —0— PP @ 390
48 [ PACKER @ 190'=195 24
S MP @ 195
4 P MAGNETIC COLLAR PACKER @ 395'—400'
F3 MP @ 400’

BLM 39 WESTBAY®WELL DESIGN

PACKER ® 465'—470
MP @ 470

PACKER @ 545'—-550'

MP @ 560

PP @ 565

PACKER @ 570'-575'
MP @ 575

WESTBAY®TD = 585.42°
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QR
0,00

CONVENTIONAL STICK—UP=1.31"

SCREEN

CENTRALIZER AND DEPTH

10/20 SAND/BENTONITE MIX

BENTONITE

10/20 SAND

30/70 SAND

GROUT

SLOUGH

GROUND LEVEL=0'

SURFACE CASING

18" L

198.97'

198.97"

22

270" ‘ 20

18

339.20

349.23

23

21

19 |

R IEH

370' ‘ 14 (=55

379.31" |—o
==

389.33"
12

409.37°

400'-600"
RATED SCREEN

400°-600"
RATED SCREEN

BLM—39 CONVENTIONAL WELL DESIGN

|

S P R 7 N -7 T L LAy , T ,.-,||. 1.7
P e e e e ey

{0~ 1

py |

536

544’
548’

400’600
RATED SCREEN

572

1 574

578

|CASING TD = 585.12
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